
HARDWARE

EMAIL 
sales@watermansupply.com

PHONE 
310.522.9698

FAX 
310.522.1043WWW.WATERMANSUPPLY.COM

Sea-LINK HeaVY LIFT INdUSTrIaL aNd
MarINe TOwING SHaCKLeS

MADE WITH PRIDE IN THE USA

CHaIN PaTTerN — reGULar Jaw

aNCHOr PaTTerN — reGULar Jaw

SIZe 
(a)

wOrKING 
LOad 

LIMIT IN 
TONS

PIN
dIaM. IN 
INCHeS 

(B)

Jaw 
wIdTH
INCHeS

(C)

dIMeNSIONS 
(INCHeS) aPPrOX. 

wT. eaCH IN 
POUNdS

d F

1-1/2 31 1-3/4 2-3/8 5-1/2 3-1/2 19

1-3/4 41 2 2-7/8 6-3/4 4-1/4 22

2 52 2-1/4 3-1/4 7-3/4 4-5/8 36

2-1/4 67 2-1/2 4-1/4 9-1/4 5 62

2-1/2 82 2-3/4 4-1/2 10-1/2 5-3/4 86

2-3/4 104 3 4-1/2 11 6-1/8 110

3 123 3-1/4 5 13 6-1/2 125

3-1/2 150 3-3/4 5-3/4 15 8-1/4 218

4 200 4-1/4 6-1/2 16 9-1/8 310

SIZe 
(a)

wOrKING 
LOad 

LIMIT IN 
TONS

PIN
dIaM. IN 
INCHeS 

(B)

Jaw 
wIdTH
INCHeS

(C)

dIMeNSIONS (INCHeS) aPPrOX. 
wT. 

eaCH IN 
POUNdSd e F

1-1/2 31 1-3/4 2-3/8 5-3/4 3-7/8 3-1/2 20

1-3/4 41 2 2-7/8 7 5 4-1/4 23

2 52 2-1/4 3-1/4 7-3/4 5-3/4 4-5/8 41

2-1/4 67 2-1/2 4-1/4 9-1/4 6-1/2 5 67

2-1/2 82 2-3/4 4-1/2 10-1/2 7-1/2 5-3/4 88

2-3/4 104 3 4-1/2 11 7-3/4 6-1/8 112

3 123 3-1/4 5 13 8-1/2 6-1/2 133

3-1/2 150 3-3/4 5-3/4 15 9 8-1/4 250

4 200 4-1/4 6-1/2 16 11 9-1/8 358

JAW TOLERANCE
* Anchor Size 1-1/2 - 3 Inches = (+/-.125)
* Anchor Size 3-1/2 - 4 Inches = (+/-.250)

REACH TOLERANCE
* Anchor Size 1-1/2 - 2-1/2 Inches = (+/-.500)
* Anchor Size 2-3/4 - 4 Inches = (+/-.750)

JAW TOLERANCE
* Anchor Size 1-1/2 - 3 Inches = (+/-.125)
* Anchor Size 3-1/2 - 4 Inches = (+/-.250)

REACH TOLERANCE
* Anchor Size 1-1/2 - 2-1/2 Inches = (+/-.500)
* Anchor Size 2-3/4 - 4 Inches = (+/-.750)

AVAILABLE WITH SINGLE NUT 
OR DOUBLE NUT PINS.

SAFETY
* 5:1 Safety Factor

SAFETY
* 5:1 Safety Factor
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HARDWARE

EMAIL 
sales@watermansupply.com

PHONE 
310.522.9698

FAX 
310.522.1043WWW.WATERMANSUPPLY.COM

Sea-LINK HeaVY LIFT INdUSTrIaL aNd
MarINe TOwING SHaCKLeS (wIde Jaw)

CHaIN PaTTerN — wIde Jaw

aNCHOr PaTTerN — wIde Jaw

MADE WITH PRIDE IN THE USA

SIZe 
(a)

wOrKING 
LOad

LIMIT IN 
TONS

PIN
dIaM. IN 
INCHeS 

(B)

Jaw
wIdTH
INCHeS

(C)

dIMeNSIONS (INCHeS) aPPrOX. 
wT. 

eaCH IN 
POUNdSd e F

1-1/2 22 1-3/4 4-3/16 8-1/8 6-1/4 3-1/2 28

1-3/4 30 2 5 9-3/8 6-7/8 4-1/4 40

2 40 2-1/4 5-3/4 10-1/2 8-1/8 4-5/8 55

2-1/4 48 2-1/2 6-1/4 11-1/2 8-7/8 5 75

2-1/2 55 2-3/4 6-1/2 12-3/8 9-3/8 5-3/4 106

2-3/4 68 3 7 12-3/4 9-3/4 6-1/8 138

3 80 3-1/4 7-1/4 13 10 6-1/2 157

3-1/2 120 3-3/4 9-1/4 15-1/2 12-1/4 8-1/4 274

SIZe 
(a)

wOrKING 
LOad LIMIT 

IN TONS

PIN 
dIaM. IN 
INCHeS 

(B)

Jaw
wIdTH
INCHeS

(C)

dIMeNSIONS (INCHeS) aPPrOX. 
wT. 

eaCH IN 
POUNdSd F

1-1/2 22 1-3/4 4-3/16 8-1/8 3-1/2 28

1-3/4 30 2 5 9-3/8 4-1/4 45

2 40 2-1/4 5-3/4 10-1/2 4-5/8 60

2-1/4 48 2-1/2 6-1/4 11-1/2 5 71

2-1/2 55 2-3/4 6-1/2 12-3/8 5-3/4 112

2-3/4 68 3 7 12-3/4 6-1/8 127

3 80 3-1/4 7-1/4 13 6-1/2 165

3-1/2 120 3-3/4 9-1/4 15-1/2 8-1/4 278

JAW TOLERANCE
* Anchor Size 1-1/2 - 3 Inches = (+/-.125)
* Anchor Size 3-1/2 Inches = (+/-.250)

REACH TOLERANCE
* Anchor Size 1-1/2 - 2-1/2 Inches = (+/-.500)
* Anchor Size 2-3/4 - 3-1/2 Inches = (+/-.750)

JAW TOLERANCE
* Anchor Size 1-1/2 - 3 Inches = (+/-.125)
* Anchor Size 3-1/2 Inches = (+/-.250)

REACH TOLERANCE
* Anchor Size 1-1/2 - 2-1/2 Inches = (+/-.500)
* Anchor Size 2-3/4 - 3-1/2 Inches = (+/-.750)
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SAFETY
* 5:1 Safety Factor

SAFETY
* 5:1 Safety Factor

AVAILABLE WITH SINGLE NUT 
OR DOUBLE NUT PINS.


